Custom Design

Quality
ISO certification and EU legislation (1 of 2)
reputation for producing high quality products. This approach to
quality extends to every aspect of Habia Cable’s business and is
reflected in our ISO certifications.

For many years Habia Cable has worked to develop a

As an A order, samples of all in-going components and
compounds will be stored along with a sample of the completed
cable and all paperwork for 10 years, again providing full
traceability.

ISO 9001:2008

ISO 14001

Major efforts are directed towards the total process orientation
of the company’s operations. Production units in Sweden,
Germany, China and Poland have all been certified according to
the new ISO 9001:2008 standard.
Full product traceability can be provided to a level requested by
the customer.
Unless otherwise requested, all orders will have Habia Cable’s C
order status whereby a sample from production and the order
paperwork will be kept for 1 year. This also includes Certificate of
Conformity and test reports that have been supplied on request.
Alternatively, Habia Cable can arrange for an A order status.
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Habia Cable is committed to improving our processes towards
environmental sustainable and economic use of resources. This
means that we shall:
• Comply or exceed environmental requirements from the
authorities in an active and preventive way.
• Work with environmental objectives using relevant key
figures to monitor Habia’s environmental performance.
• Integrate customers and suppliers to continuously reduce
environmental impact during the product life cycle.
• Continuously improve knowledge to a level where attention
to environmental issues is a natural part of the daily work.

www.habia.com
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The accelerated development of society over recent

years has seen many benefits to humankind, however this has
resulted in some negative effects on the global environment.
Habia Cable’s facility in Söderfors is now completely deposit
free, which means that all waste is recycled.

REACH

Habia Cable is aware of the EU’s regulations concerning
Registration, Evaluation, Authorisation and Restriction of
Chemicals (REACH) and we will continuously work to ensure our
compliance within this legislation.
Habia Cable is identified as a downstream user as we produce
wire and cables and do not manufacture or distribute any
chemicals. This means that we are not required to pre-register
our products.
Referring to the latest SVHC (Substances of Very High Concern)
list published on ECHA’s webpage we have established, that to
the best of our knowledge, that none of our products contain
any of the substances listed. We understand our customers’
concern that their products can be delivered without interruption
and do our utmost to ensure that is the case.

We do not foresee that the REACH directive will endanger our
ability to manufacture and deliver product into the future.

RoHS

Following the directives laid down in July 2006 with regard to
hazardous materials and their use in industry, Habia Cable are
pleased to confirm that all products* manufactured by the Habia
Cable group are fully compliant with the EU Directive 2002/95/
EC, RoHS as of the 1st July 2006.
* Exemptions: If specific customers wish to purchase nonRoHS compliant products and they can provide evidence of the
necessary exemption, Habia Cable can support these requests.

Conflict Minerals

Although not yet legislated against, the use of conflict minerals
has become a requirement from our customers. It refers to metals
derived from ores which have been mined in the Democratic
Republic of Congo or adjoining countries.
For our products it is tin that is applicable and we have requested
confirmation from all concerned suppliers of conductor and tin
and they have assured us that their materials do not contain
conflict metals.

www.habia.com
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Habia Cable is frequently asked to supply approved

products to a wide variety of national and international standards
and specifications.
With so many different types, we have selected and qualified a
number of our wires, cables and coaxial cables to some of the
most common standards in the industry. Many more standards
exist where Habia can produce a non-qualified but fully compliant
product, or where no third party approval is required by the
standard. The most common approvals can be found in Habia
Cable’s Approvals and Standards table:
• Approved
Habia Cable has conducted full testing and maintains thirdparty approval to supply.
• According to
Habia Cable has self-certified cables to fully meet the
requirements of the standard but no third-party testing and /
or approval is maintained. For Mil Spec this can also include
cables where QPL listing is required. As a European
manufacturer, Habia Cable is not eligible for QPL listing and
is therefore unable to be approved.
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• Not required
Habia Cable has self-certified cables to fully meet the
requirements of the standard, but no third-party approval is
required by the standards authority.

Cable or Concept?

Most approvals are written around specific cables and/or
materials. This can be a limiting factor to our customers when
the specific size, number of cores or screening arrangement
(to name but a few aspects) is not included within the required
specification.
One of Habia Cable’s key strengths is our ability to extend the
defined cable range. This provides our customers with a design
that still fulfils all the performance requirements of the concept
that can often be concessed or even adopted by the approval
authority.
Habia is always striving to extend its range of approved items.
We use a range of criteria to determine if new approvals can be
included, so it is worth enquiring if you require something new.

www.habia.com
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Standard

PTFE
PTFE / PTFE

Properties
Voltage
Temperature
300 - 1000V
190oC
300 - 1000V
190oC

Wires
Cables
Wires
Cables

PTFE
PTFE / FEP
ETFE
ETFE / ETFE

250 - 1000V
250 - 1000V
600V
600V

200oC
200oC
150oC
150oC

Not required
Not required
Not required
Not required

Mil Spec

MIL-C-17...
MIL-C-17/176-00002
MIL-W-16878/4 to /6
MIL-W-16878/11 to /13
MIL-W-16878/23 to /28
MIL-W-22759/16 to /19

Coaxes
1553 Twinax
Wires
Wires
Wires
Wires

PTFE / FEP
PTFE / PTFE
PTFE
FEP
PTFE
ETFE

750V
250 - 1000V
250 - 1000V
250 - 1000V
600V

200oC
200oC
200oC
260oC
150oC

According to
According to
According to
According to
According to
According to

NEMA

HP-3
HP-4

Wires
Wires

PTFE
FEP

250 - 1000V
250 - 1000V

200oC
150oC

Not required
Not required

SiS 424 02 46

Wires
Wires
Wires

ETFE
FEP
PTFE

300V
300V
300V

150oC
200oC
200oC

According to
According to
According to

300 - 1000V

190oC

Approved

-

-

Approved

600V

-

Approved

600V

-

Approved

600V
600V

-

Approved
Approved

British Standard

Type
Name
BS 3G 210 Type A, B & C Wires
BS 3G 210 Type A, B & C Cables
NF C 93-523

French Norm
NF C 93-524

Swedish
Standard

UK Defence
Standard

UL / CSA

SiS 424 02 48

Material

DSP 61-12 Pt 8
DSP 61-12 Pt 9 7c1
DSP 61-12 Pt 9 7c2
DSP 61-12 Pt 8d
DSP 61-12 Pt 18

Wires

PTFE

Coaxes

PE / HFS 107 XL

Wires

DSP 61-12 Pt 25

Cables

DSP 61-12 Pt 31
DSP 61-12 Pt 33/001

Sheaths
Cables

HFI 140
HFI 140 / HFS 107
XL
HFS107XL
XLETFE / XLETFE

Status
Approved
Approved

Too extensive for inclusion here - please refer to the UL & CSA Wires, Cables and Coaxials section for details

VDE

VDE 0250 T 106
VDE 0250 T 106
VDE 0250 T 106
VDE 0250 T 106
VDE 0881: 1986-03
VDE 0881: 1986-03
VDE 0881: 1986-03

Wires
Cables
Wires
Cables
Wires
Wires
Wires

FEP
FEP / FEP
PTFE
PTFE / PTFE
PTFE
FEP
ETFE

300V
300V
300V
300V

< 180oC
< 180oC
< 200oC
< 200oC
< 260oC
< 200oC
< 150oC

Approved
Approved
Approved
Approved
Approved
Approved
Approved

VG Standard

VG 95218 T 020 A
VG 95218 T 021 E
VG 95218 T 022 C
VG 95218 T 023 F
VG 95218 T 024 K
VG 95218 T 025 G
VG 95218 T 027 B
VG 95218 T 028 D

Wires
Cables
Cables
Cables
Wires
Wiires
Cables
Cables

ETFE
ETFE / ETFE
ETFE / ETFE
ETFE / ETFE
XLPO / TPS 125 XL
TPS 125 XL
ETFE / TPS 125 XL
ETFE / TPS 125 XL

600V
600V
600V
600V
600V
600V
600V
600V

150oC
150oC
150oC
150oC
150oC
150oC
150oC
150oC

Approved
Approved
Approved
Approved
Approved
Approved
Approved
Approved
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